Ser. No. 09/874,485 



AMENDMENT TO THE CLAIMS 

We claim: 

CLAIMS 1-6 (cancel) 
CLAIM 7 (currently amended): 

7. Tho mnfhnrl nf Clnim - 1 - A method of establishing a connection between CPE 
(Customer Premises Equipment) and a serving switch comprising the steps of: 

connecting said CPE to a Packet Network; 

connecting a path between said CPE and said Packet Network to a Home Switch 
or a Guest Switch connected to said Packet Network, said Home Switch or said Guest 
Switch for providing originating service to said CPE; 

selecting said one of said Home Switch or gue st Switch on the basis of a packet 
header address based on information from said CPE; 

wherein outgoing calls from said CPE are originated from the selected switch and 
terminated on a terminating switch for serving a called number; 

further comprising the steps of: 

disconnecting said CPE from said Packet Network; 

reconnecting said CPE to said Packet Network at a different port connected to a 
different switch ; and 

recording in said Packet Network an identity of said different port and different 
switch for completing calls to and from said CPE at said different port. 
CLAIM 8 (currently amended): 

8. Tho mnthnd nf Claim 1 . A method of establishing a connection between CPE 
^Customer Premises Equipment) and a serving switch comprising the steps of: 

connecting said CPE to a Packet Network; 

connecting a path between said CPE and said Packet Network to a Home Switch 
or a Guest Switch connected to said Packet Network, said Home Switch or said Guest 
Switch for providing originating service to said CPE; 

selecting said one of said Home Switch or guest Switch on die basis of a gacket 
header address based on information from said CPE; 
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wherein outgoing calls from sajd CPE are originated from the selgctgd switch and 
tniiiinEH ™ a tfTminatine switch for serving a called number; 

wherein said Packet Network is connected to a Service Administration Terminal, 
further comprising the step of transmitting signals via said Packet Network from said 
Service Administration Terminal to said CPE fox changing an identity of a switch for 
serving outgoing calls. 
CLAIMS 9-14 (cancel) 
CLAIM 15 (currently amended): 

15 The apparatus of Claim 9, Tn ? telecommunication network comprising a 
p^Xjgwnrk a Home Switch and at least one Guest Switch, apparatus for gstobjishing 
„ tw. hPtweer, CPE (Customer Premises E quipment) and a serving switch 

comprising the steps of: 

nggng for connecting said CPE to a Packet Network 

rn^c for Cf ™ngnting a path between said CPE and said Packet Network to a 
Hgrr* *™trh qt a Guexi Switch connected to said Packet Network, said Home Switch or 
caid Guest f2I prnyiding originating service to said CPE; and 

m^forsetecjinsasa 

gwjtrhrj on ttvp " f a P arJf <* Wer based on information ^ ^ 

wherein outgoing calls from sajd CPE are originated from die selected swjtch and 

terminated on a terminating switch for serving a called number: 
further comprising: 

means for detecting a disconnection of said CPE from said Packet Network; 

means for detecting a re-connection of said CPE to said Packet Network at a 
different port connected to a different switch; and 

means, in said network, for recording an identity of said different port and 
different switch for completing calls to and from said CPE at said different port. 
CLAIM 16 (currently amended): 

16. The n ppnmtH- " f r]nim °, Tn a telecommunication network comprising a 
P^Wgt Network, a Home Switch and at least one Guest Switch, apparatus for establishing, 
a connection between CPE (Customer Premises Equipment) and a serving switch 
comprising the steps ofj 
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means for connecting said CPE to a Packet Network; 

means for connecting a path bgtween said CPE and said Packet Network to a 
Hnmp Switch nr a Guest Switch connected to said Packet Network, said Home Switch or 
ggiH Giiggt Switch for providing originating service to said CPE; and 

means for selecting as a serving switch^ one of said Home Swatch or said Guegt 
Switches on the basis of a jacket header address based on information from said CPE; 

wherein outgoing calls from said CPE are originated from the selected switch and 
terminated on a terminating switch for serving a called number; 

wherein said Packet Network is connected to a Service Administration Terminal, 
further comprising means for transmitting signals via said Packet Network from said 
Service Administration Terminal to said CPE for changing an identity of a switch for 
serving outgoing calls. 
CLAIMS 17 and 18 (cancel) 
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